
styleboard - strand woven bamboo flooring

Style Plantation has developed a unique patented manufacturing process for a compressed bamboo product known as “strand

woven bamboo”.

We use one of the hardiest species of Chinese bamboo. It is cut into strips before drying, steaming and compressing it under

pressure.The result is a flooring product that's stronger than most traditional hardwood flooring products.

Most wood products undergo a Janka hardness rating which denotes the timber hardness and therefore durability and the higher

the score the harder the timber. In Australia the bench mark is often Jarrah, with a rating of 8.5 or 8.6. Styleboard has recently

been tested by CSIRO for its Janka rating and tested at 14.3. Very few timbers rate higher.

In addition to durability and stability, bamboo might be preferred for its natural beauty and the fact that it doesn't contribute to

the depletion of our hardwood resources.

Bamboo flooring is comparable in price to premium hardwood flooring. Because it is a natural, renewable resource, bamboo

flooring is considered by many experts and homeowners to be the logical flooring choice of the future.

Choosing bamboo flooring products is an environmentally and ecologically responsible choice.

Any way you look at it, buying bamboo flooring is an environmentally, economically and aesthetically smart choice!

strand woven bamboo specifications

Density BSB Natural - 993kg/m3, BSB Coffee - 1030kg/m3

Hardness (Janka rating) BSB Natural - 14.3kN, BSB Coffee - 15.3kN

Impact 114.7kg/cm3

Moisture Content BSB Natural - 10-12%, BSB Coffee - 10-12%

Formaldehyde emission Below recommended World Health Organization levels.

Size 14mm(t) x 96mm(w) x 1830(l) - narrow board
14mm(t) x 137mm(w) x 1830(l) - wide board

Colour Natural and Coffee

Finishes Matt, Semi Gloss and Gloss

styleboard


